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1. VEB Carl Zeiss, Jena, is carrying out a fairly extensive research in the
field of infrared and varjous types of barrier layéer cells. Cells in . 25X1
which research and development work is at present in progress in the
laboratories includes

a. _B_a,mgr_lmr_q_ﬂlg Selenium cells said to be for photographic exposure
meters, range 200-900 m1, sizes 5 mm - 150 mm.

ba H '
%1? Cadmium sulphide - used for switching devices giving only a pulse

and not suitable for measuring devicés; range visible to X-rays,
sizes (field) 0,15 mm x 5 mm to 8 mm in cells about 3/4 inch,

(2) Cadmium selenite , N
(3) Lead sulphide (PbS)

Provision can be made for both (2) and (3) to be cooled with CO2 for infrared
work. Range is then 2.4uto 3.5w. :

Ce 3
%1) Cesium antimony, range U.V. to 250..and 460 to 650 .

(2) Cesium oxtde, range 200 to 1100.4.
(3) Combination of desium oxide and antimony. L
(&) Photocells for sound film.

d. Yacuum cells for electrometors:

(1) Special spherical cells with very high dark resistance 40 mA/lum,
‘ Made.with cesium antimony or cesium oxide.

(2) Another type with lower resistance (101 /)) for spectromstric work -
40 v/ 1am. 'S FCRE.T
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25X1
Provision. has been made for all the above cells to be fitted, if
necessary, with quartz windows.
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